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Abstract This study examines the feasibility of combining Morocco’s renewable energy plan with artificial intelligence to
improve energy management in the industrial sector. Based on Moroccan Law 82-21, which promotes the self-consumption
of renewable energy, the study addresses the fundamental difficulty of accurately estimating energy consumption in dynamic
industrial environments. This difficulty is addressed using advanced machine learning models such as convolutional neural
networks (CNNs), long-term memory networks (LSTMs) and transformers. The results show that deep learning models
outperform classical methods such as ARIMA, with transformers and LSTM models excelling at handling erratic and steady
energy consumption patterns, respectively.
In particular, hybrid CNN-LSTM architectures provide the highest level of accuracy, with prediction accuracy improved by
up to 20%. While improving grid stability and renewable energy integration, this development has the potential to reduce
operational costs by up to 30%. This analysis not only supports Morocco’s ambitious goal of generating 52% of its electricity
from renewables by 2030 but also highlights the critical role of AI-based solutions in creating a sustainable energy future.

Keywords Energy transition, Deep learning, Short-term load forecasting, Renewable energy self-consumption

DOI: 10.19139/soic-2310-5070-2256

1. Introduction

In recent years, renewable energy and artificial intelligence have become increasingly important due to several
factors, including rising electricity prices, environmental pollution, and the depletion of fossil fuels. The issue of
renewable energy gained momentum towards the end of the last century with the help of international political
agreements such as the Kyoto Protocol [1]. Self-generation is at the centre of many activities and discussions
around the world. It is a natural trend and an important development for renewable energy and decarbonization of
the power sector. in the context of self-generation of electrical energy implementation, several countries around the
world have shown the advantages of self-consumption for the prosumer and the grid perspective since it contributes
to lower energy consumption from the grid and reduces energy offtake from the grid. Since then, the industrial
sector has been directly responsible for 21% and indirectly responsible for 11% of total greenhouse gas emissions
globally [2]. In some joint studies, 2000 PV networks for self-consumption of electricity have been implemented
in different countries around the world, resulting in a significant impact in achieving 400 GW of energy capacity
[3]. In the specific context of Morocco, the government has implemented policies to encourage the adoption of
self-generation of renewable energy by industries looking to reduce their carbon footprint and energy costs [5]. In
addition, the use of artificial intelligence (AI) such as Machine learning methods for forecasting in energy systems
is gaining momentum to optimize energy usage and improve efficiency. The researchers found that the current
electricity system is inefficient and that a new system based on local energy is needed to maintain the balance
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between electricity supply and demand as well as power quality in the grid [6]. Considering this scenario, as well
as the current digital energy transition and the penetration of renewable energy systems (RES), In this context, the
implementation of a smart microgrid refers to a smart grid based on renewable energy and Machine learning (ML)
that integrates information and cost-effectively controls infrastructure to enable more reliable, secure, and efficient
operation of the electrical system. In this study, we aim to explore the advantages of Moroccan law on using self-
consumed renewable energy for industry and ML methods for energy forecasting. It examines the legal framework
for these technologies in Morocco and the benefits and challenges associated with their implementation.

2. Related works

2.1. Challenges and strategies for implementing self-generation of electricity for the industry in Morocco

The energy consumption rate by the industrial sector in Morocco is a significant contributor to the country’s total
energy demand. According to the Ministry of Energy Transition and Sustainable Development, the industrial sector
accounts for approximately 40% of the country’s total energy consumption, this high rate of energy consumption
is primarily due to the increasing demand for energy-intensive manufacturing processes, such as steel production
and chemical manufacturing.

2.1.1. Strategies of the Moroccan Code of Self-generation for Industry The government of Morocco has
implemented various policies and initiatives to promote energy efficiency and renewable energy in the industrial
sector, aiming to reduce the sector’s energy consumption and dependency on fossil fuels. The Moroccan Code of
Self-Consumption, also known as Law n 82-21, was published in the Official Bulletin on 27 February 2023, which
sets out the main objectives of this Code:

• Encouraging industrial companies to generate their electricity from renewable energy sources for self-
consumption.

• Allowing consumers to generate their electricity from renewable sources and consume it on-site reduces their
reliance on the grid and electricity bills.

• Establishing a legal framework for self-consumption that guarantees the safety, quality, and reliability of the
electricity produced and consumed.

• Facilitating the connection of self-consumption systems to the grid and ensuring their compatibility with the
existing infrastructure.

• Contributing to developing a sustainable energy sector in Morocco and achieving the country’s renewable
energy targets of 52% of its electricity from renewable sources by 2030.

• Promoting energy efficiency and reducing the carbon footprint of the industrial sector in Morocco.
• Contributing to the development of a sustainable energy sector in Morocco and achieving the country’s

renewable energy targets.

This law also allows for net metering, which means that any excess energy produced can be sold back to the
grid, up to a maximum of 20% of the annual production, at a fair price to be determined by the ONEE.

2.1.2. Renewable energy capacity for self-generation for industry Moroccan industries can adopt a distributed
self-generation strategy to fulfil their energy requirements. This method involves producing electricity on-site using
renewable energy sources like solar panels, wind turbines, or biomass plants and utilising it for their consumption.
Morocco has benefited from its geographic location and natural surroundings and has become a global leader in
renewable energy. For solar capacity, the average incoming solar radiation in Morocco varies between 4.7 and 5.6
kWh/m2/day, and the country’s annual sunshine hours range from 2700 in the north to more than 3500 in the south.
For these reasons, we have managed to install a capacity of 1770 MW through various projects in different regions,
representing 16.57% of the total installed capacity in the Moroccan grid in 2021. For wind capacity, average wind
speeds exceed 8 m/s in Morocco’s windiest areas, located in the far north of the country, the South Atlantic, and
between the Atlas and Rif Mountain ranges. For these reasons, we have managed to install a capacity of 1430 MW
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through various projects (Tangier II, Boujdour, Tiskrad, Midelt, Taza... [7]) in different regions, representing 13.4%
of the total capacity installed on the Moroccan grid in 2021. The Office Chérifien des Phosphates (OCP) group is
one of Morocco’s largest industrial companies and is known for its significant self-generation of electricity. In
2019, OCP used 87% of its electricity from cogeneration or renewable sources. This includes electricity generated
by exothermic processes used in the production of sulphuric acid, which drives turbines to generate electricity. The
company’s energy mix has shifted significantly towards clean energy, with clean energy accounting for 87% of
total electricity usage in 2019, up from 71% in 2017. OCP’s chemical processing facilities, such as Jorf Lasfar,
even generate a surplus of clean electricity that is sold back to the grid. OCP’s commitment to sustainability
is exemplified by its ambitious target to produce 100% clean or renewable electricity by 2030. The Group also
purchases electricity from wind farms through power purchase agreements, with the Gantour and Phosboucraa
mining sites already using 100% renewable energy. These activities demonstrate OCP’s commitment to mitigating
climate change and promoting a circular economy. [8] According to the latest report from the Ministry of Energy,
Morocco’s total renewable energy capacity has reached 3.950 MW, while the country’s goal is to reach 10.090 MW
of renewable energy capacity by 2030 (see Table 1).

Table 1. Total installed renewable energy capacity in Morocco’s grid [7].

Installed Power 2021 Capacity (MW) 2030 Forecasting Capacity (MW)
Renewable Energy Sources 3950 10,090

2.1.3. Energy performance of self-generation The combination of various consumer needs serves as the primary
technical and financial justification for distributed or collective self-generation. The consumption and production of
energy are based on actual, measured data. The self-consumption and self-sufficiency rates are used to evaluate the
energy efficiency of such operations. While the self-sufficiency rate (SSR) describes the production of the electrical
needs met by RE production, the self-consumption rate (SCR) refers to the portion of RE-produced electricity that
is directly consumed locally [5]:

0SCR =
Quantity of RE electricity consumed
Quantity of RE electricity produced

(1)

SSR =
Quantity of RE electricity consumed

Quantity of total (grid with RE sources) electricity consumed
(2)

According to the study realized by O. Nait Mansour et al [9], The total self-consumed electricity generated by
using photovoltaic as a renewable energy source in the Souss-Massa site is 15,141,347 kWh/year, thus reducing
energy purchases from the grid to 8,381,188 kWh/year, representing a 34% reduction. Figure 1 shows the principle
of self-generation for the industrial sector using artificial intelligence as a management solution. By implementing
this strategy, Moroccan industries can decrease their dependence on the electricity grid, lower their energy
expenses, and reduce their carbon emissions, thereby contributing to a greener environment.

2.2. Different stages of ML implementation for control and methods commonly used for energy forecasting

Intelligent control of electrical energy involves optimizing the use of energy within an industrial facility by
monitoring and controlling the consumption of energy from various sources such as the grid, renewable energy
sources, and energy storage systems [10, 11]. Machine learning (ML) can be used to create intelligent control
systems that optimize energy consumption based on historical data, weather forecasts, and other real-time
information. Here are some steps for implementing ML in intelligent control for industrial self-consumption:

1. Data Collection: Collect data on energy consumption and production, as well as other relevant information
such as weather data, production schedules, and facility occupancy.

2. Data Pre-processing: Pre-process the data by cleaning, transforming, and normalizing it to make it suitable
for use in ML algorithms.
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Figure 1. Demonstration of the self-generation industry

3. Feature Engineering: Identify and extract relevant features from the data that can be used to train the ML
models.

4. Model Selection: Choose the appropriate ML model for the problem at hand, such as regression,
classification, or clustering.

5. Model Training: Train the ML model using the pre-processed data and the selected features.
6. Model Validation: Validate the trained model using cross-validation or other techniques to ensure that it is

accurate and generalizes well to new data.
7. Model Deployment: Deploy the trained model to the control system to make real-time predictions and

optimize energy consumption.
8. Continuous Monitoring and Improvement: Monitor the performance of the ML model and continuously

improve it by updating the model with new data and re-training it when necessary.

In Figure 2, ML aggregation models are widely used to estimate electric load forecasts, consumption forecasts, or
peak power demand forecasts. Thus, many researchers have proven that implementing ML for power management
in the industry is a solution to the traditional grid problem [12, 22].

The field of short-term load forecasting has undergone significant developments to facilitate the integration of
renewable energy sources and ensure the stability of power systems. While traditional models such as ARIMA
are highly effective for linear models, they tend to be less robust in the presence of non-linear dependencies.
The combination of techniques, such as the ARIMA-SVM approach, can enhance the accuracy of forecasting
models by addressing both linear and non-linear components [23, 25]. Deep learning models, such as recurrent
neural networks (RNN), long short-term memory (LSTM), and gated recurrent units (GRU), are particularly
adept at capturing temporal relationships. In certain tasks, such as offshore wind forecasting, the seasonal
autoregressive integrated moving average (SARIMA) model outperforms GRU and LSTM models. Recently, there
have been significant advancements in combining convolutional neural networks (CNN) and LSTM to enhance
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feature extraction and temporal learning, aided by attention processes [26, 28]. Hybrid models such as MTMV-
CNN-LSTM and Quantile Regression-CNN-GRU demonstrate superior accuracy across diverse time horizons. In
contrast, CGANs facilitate model learning with synthetic data, achieving high accuracy in challenging scenarios
such as winter demand peaks (cited in references [29, 31]. The incorporation of multi-task learning and feature
separation-fusion algorithms into advanced frameworks has demonstrated exceptional performance in integrated
energy systems, with accuracy exceeding 98% and minimal relative errors. These advances not only enhance the
precision of predictions but also address the challenges posed by dynamic energy systems, thereby facilitating
more judicious decision-making. The combination of adaptive methods with robust data augmentation techniques
enables effective resource allocation, improves grid resilience and facilitates sustainable energy transitions [32, 34].

Machine Learning Models

Load Forecasting

Long short-term memory (LSTM)

Convolutional Neural Network (CNN)

Support Vector Regression (SVR)

Consumption-Based Forecasting

Transformer

Long short-term memory (LSTM)

XGBoost

Convolutional Neural Network (CNN)

Peak Demand Forecasting

Ef�cient Dominance Tree Construction (EDTC)

Arti�cial Neural Network (ANN)

Cross Industry Standard Process for Data Mining

Figure 2. Different Machine Learning Models for Energy Forecasting

3. Proposed method

The following study focuses on industrial load forecasting in Morocco, with a particular emphasis on the use of
deep learning models for energy demand management and the incorporation of renewable energy into short-term
forecasting approaches. In Figure 2, we analyse the performance of deep learning models such as CNN, LSTM,
and Transformer for forecasting power demand.

3.1. Data pre-processing

The dataset underwent numerous pre-processing stages before its utilisation in the training of the models. Initially,
the dataset was examined for missing values, but none were identi�ed. Temporal information (such as day, week,
and time) was transformed into cyclic features by applying sine and cosine transformations, thereby enabling the
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models to capture the periodicity inherent to temporal data. Meteorological data, including temperature, humidity,
wind speed, and �ux measurements, were scaled using the MinMaxScaler to ensure all features aligned on the
same scale, facilitating model convergence.

3.2. System Architectures

The study employs three deep learning models: CNN, LSTM, and Transformer, each tailored to speci�c
consumption patterns and load forecasting dif�culties.

a) CNN Architecture

The CNN architecture was meant to capture short-term regional consumption patterns. It employs a Conv1D layer
to detect trends and patterns in historical load data and maximum pooling layers to minimise the dimensionality of
recovered features. Activation layers have been added to generate non-linearities, allowing the model to recognise
complicated patterns driven by weather and exceptional occurrences. The result is processed by fully connected
layers, which produce load demand predictions. The Convolutional Neural Network (CNN) is designed to capture
short-term patterns in electrical power consumption. The main components of the architecture are as follows:

Input Layer The input to the CNN is a time series of power consumption data:

X = [ x1; x2; : : : ; xT ] 2 RT (3)

whereT is the number of time steps.
Convolutional Layer (Conv1D) The Conv1D layer detects local patterns in the time series using a kernel of

sizeK . The convolution operation is de�ned as:

yt = �

 
KX

i =1

wi x t + i � 1 + b

!

(4)

where:

• yt is the output at time stept,
• wi are the kernel weights,
• b is the bias term,
• � (�) is the activation function (e.g., ReLU).

Max Pooling Layer To reduce dimensionality, a max pooling operation is applied with a window of sizeP :

ypool
t = max f yt ; yt +1 ; : : : ; yt + P � 1g (5)

Fully Connected LayerThe pooled features are passed through a fully connected layer:

ŷ = �

 
NX

i =1

wi zi + b

!

(6)

wherezi are the �attened features, andwi are the weights.
Output Layer The �nal prediction of load demand is obtained through the output layer:

ŷt =
MX

i =1

wout
i zi + bout (7)

whereM is the number of neurons in the �nal layer.
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b) LSTM Architecture

The Long Short-Term Memory (LSTM) network is designed to capture long-term dependencies in time series data,
making it suitable for forecasting electrical power consumption. The main components of the architecture are as
follows:

Input Layer The input to the LSTM is a time series of power consumption data:

X = [ x1; x2; : : : ; xT ] 2 RT (8)

whereT is the number of time steps.
Forget GateThe forget gate determines which part of the previous cell state should be forgotten. It is computed

as:

f t = � (Wf � [ht � 1; x t ] + bf ) (9)

Input Gate The input gate decides how much of the new information should be added to the cell state:

i t = � (Wi � [ht � 1; x t ] + bi ) (10)

Output Gate The output gate controls what part of the cell state should be output as the hidden state for the next
time step:

ot = � (Wo � [ht � 1; x t ] + bo) (11)

where:

• Wf ; Wi ; Wo are the weight matrices,
• bf ; bi ; bo are the bias terms,
• ht � 1 is the hidden state from the previous time step,
• � (�) is the sigmoid activation function.

C) Transformer Architecture

The Transformer model is designed to handle sequential data by employing self-attention mechanisms, making it
effective for power consumption forecasting. The main components of the architecture are as follows:

Input Layer The input to the Transformer is a time series of power consumption data, which is typically
embedded into a higher-dimensional space:

X = [ x1; x2; : : : ; xT ] 2 RT (12)

whereT is the number of time steps.
Positional EncodingSince Transformers do not inherently capture the order of sequences, positional encodings

are added to the input embeddings:

PE(pos;2i ) = sin
�

pos

10000
2 i
d

�
; PE(pos;2i + 1) = cos

�
pos

10000
2 i
d

�
(13)

wherepos is the position andd is the dimensionality of the embeddings.
Self-Attention MechanismThe self-attention mechanism computes attention scores based on query, key, and

value representations:

Attention(Q; K; V ) = softmax
�

QK T

p
dk

�
V (14)

whereQ, K , andV are the query, key, and value matrices derived from the input, anddk is the dimensionality
of the keys.
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Multi-Head Attention To capture multiple relationships, multi-head attention is utilized:

MultiHead(Q; K; V ) = Concat(head1; : : : ; headh )W O (15)

where each head is computed as:

headi = Attention(QW Q
i ; KW K

i ; V WV
i ) (16)

andW Q
i ; W K

i ; W V
i are the learned projection matrices.

Feed-Forward Network Each output from the attention layer passes through a feed-forward network:

FFN(x) = ReLU(xW1 + b1)W2 + b2 (17)

Output Layer Finally, the outputs are transformed into predictions through a linear layer:

ŷ = Wy h + by (18)

whereh is the output from the last layer, andWy andby are the weights and bias for the output layer.

3.3. Model Training and Evaluation

All models were trained using the Adam optimizer, with 64 hidden units and 100 epochs. For evaluation, the Mean
Squared Error (MSE), Root Mean Squared Error (RMSE), and Mean Absolute Percentage Error (MAPE) metrics
were used to measure model accuracy. The following equations represent the evaluation metrics:

Mean Squared Error (MSE):

MSE =
1
n

nX

i =1

�
(ypredi

� ytruei )
2
�

: (19)

Root Mean Squared Error (RMSE):

RMSE=

vu
u
t 1

n

nX

i =1

�
(ypredi

� ytruei )2
�
: (20)

Mean Absolute Percentage Error (MAPE):

MAPE =
1
n

nX

i =1

�
jypredi

� ytruei j
jytruei j

�
� 100: (21)

Whereypred represents the predicted electricity demand andytrue is the actual value of the dataset. Lower values
for MSE, RMSE, and MAPE indicate better forecasting accuracy.

4. Experimental results and discussion

This section outlines the experiments conducted to evaluate the effectiveness of the LSTM, CNN, and Transformer
models in forecasting energy consumption across three zones of the power network. The results demonstrate that
each model is effective at processing the dataset and estimating short-term energy requirements.

4.1. Dataset and Model Parameters

The dataset employed in this study comprises energy consumption statistics for three grid zones in a Moroccan
industry, collated at 30-minute intervals between 1 January and 31 December 2023. The dataset, comprising
14 columns and 54,144 rows, contains a wealth of information that is well-suited to the purpose of energy
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forecasting. The dataset comprises meteorological variables, including temperature in degrees Celsius, humidity
in percentage, wind speed in kilometres per hour, general diffuse �ux, and diffuse �ux. Additionally, it contains
temporal attributes such as year, hour, minute, day, weekday, weekend, week number, and month. Furthermore, it
includes microgrid electricity consumption data in kilowatts, derived from the manufacturing plant. To prepare the
dataset for modelling, MinMaxScaler normalisation was employed to provide consistent scaling between features,
which served to enhance the model's capacity to capture underlying patterns. Subsequently, The data was then split
into training (80%) and testing (20%) subsets for each zone. The selected hyperparameters, shown in Table 2, were
optimized through cross-validation, which supports robust model selection and helps avoid over�tting by ensuring
that the model's performance generalizes well across different data splits. The experiments were conducted using
the Python 3.7 programming language and the Keras machine learning library on a workstation equipped with an
11th-generation Intel® Core™ i7-1165G7 central processing unit (CPU) operating at 2.80 gigahertz (GHz) and 8
gigabytes (GB) of random-access memory (RAM), running the Windows 11 Pro operating system.

Table 2. Summary of Experimental Results and Model Hyperparameters.

Groups Hyperparameters Values

Experimental Setup
Dataset Size 1 Year (30-minute intervals)
Features Used f Year, Hour, Minute, Temperature, Humidity, etc.g
Target Variables Power Consumption (Zone 1, Zone 2, Zone 3)
Data Normalization MinMaxScaler
Input Sequence Reshaped into sequences for LSTM and CNN
Optimization Algorithm Adam
Activation Function ReLU
Training Epochs 100 epochs
Cross-Validation 5-Fold

Model Hyperparameters
LSTM Hidden Units 64
CNN Kernel Size 2
Transformer Model Architecture LSTM-based
Batch Size 32
Loss Function MSE

The combination of hyperparameters and cross-validation assures that the selection of the model is both
comprehensive and data-driven. Each model was trained with optimal parameters that balanced computational
ef�ciency and predicted accuracy. The application of cross-validation facilitates the ef�cient adjustment of model
parameters, thereby ensuring the reliability of performance evaluations on diverse subsets of data. The dataset
employed in this study, which contains a wide variety of temporal, environmental, and energy parameters, is
suf�cient to capture the necessary variability for reliable forecasting. The extensive scope of the data provides
a robust basis for assessing the performance of the models in relation to the study's objectives, encompassing the
primary determinants of power consumption without incorporating new external variables.

4.2. Model performance across microgrid zones

The performance of the LSTM, CNN, and Transformer models was evaluated through comprehensive testing in
three distinct power consumption zones, each characterised by a unique set of demand patterns.

As can be seen in Table 3, in Zone 1, which exhibits relatively consistent consumption with moderate
�uctuations, both the LSTM and Transformer models demonstrated excellent prediction accuracy, with a mean
absolute error (MAE) of 2500 kW. The root mean square error (RMSE) for the LSTM was somewhat lower at
3400 kW in comparison to 3600 kW for the Transformer, with similar mean absolute percentage errors (MAPE) of
11.85% for the LSTM and 11.31% for the Transformer. In contrast, the CNN model exhibited a notable de�ciency
in performance, with a higher mean absolute percentage error (MAPE) of 3400 kW and a root mean square error
(RMSE) of 4300 kW. This indicates an inability to accurately capture the stable consumption trends observed
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in the data. In Zone 2, which exhibits more volatile consumption patterns, likely due to operational changes
or external factors, the Transformer model demonstrated superior performance, with the lowest MAE of 1000
kW, RMSE of 2200 kW, and MAPE of 13.54%. This highlights the effectiveness of the Transformer model in
capturing irregular �uctuations. The LSTM model demonstrated satisfactory performance, with an MAE of 1,500
kW. Nevertheless, the RMSE of 2,200 kW indicates potential challenges in accurately forecasting sudden demand
surges. The convolutional neural network (CNN) model demonstrated suboptimal performance, exhibiting the
highest error rates (mean absolute error (MAE) of 2,700 kW and root mean square error (RMSE) of 3,300 kW).
This result suggests that the model is unable to respond adequately to rapid changes in consumption. In Zone 3,
which exhibited signi�cant �uctuations due to intermittent peak demands, the LSTM model demonstrated the most
robust performance, with an MAE of 1,000 kW and an RMSE of 1,500 kW. This demonstrates that the model was
capable of effectively addressing the considerable variability. It is noteworthy that the transformer demonstrated
commendable performance, with an MAE of 1,000 kW and an RMSE of 1,700 kW. However, its mean absolute
percentage error (MAPE) was considerably higher (26.16%) than that of the long short-term memory (LSTM)
model (24.62%), indicating a potential dif�culty in dealing with extreme outliers. The convolutional neural network
(CNN) model exhibited the poorest performance, with a MAPE of 3,500 kW and an RMSE of 4,500 kW. This
illustrates the model's challenges in controlling the signi�cant �uctuations in demand characteristic of this zone.

Table 3. Energy consumption forecasting results across three zones.

Model MAE (kW) RMSE (kW) MAPE (%)

Zone 1
LSTM 2500 3400 11.85
CNN 3400 4300 17.45
Transformer 2500 3600 11.31

Zone 2
LSTM 1500 2200 14.86
CNN 2700 3300 17.93
Transformer 1000 2200 13.54

Zone 3
LSTM 1000 1500 24.62
CNN 3500 4500 20.24
Transformer 1000 1700 26.16

Figures 3 and 4 illustrate the ef�cacy of the models by contrasting the actual and forecasted energy consumption
values for the three zones. The analysis indicates that the Transformer model demonstrates particular ef�cacy
in the context of �uctuating consumption patterns, notably in Zone 2. This renders it an ef�cient alternative for
forecasting in areas characterised by frequent �uctuations in demand. Moreover, the LSTM model demonstrates
robust performance, particularly in settings with both consistent and highly �uctuating consumption patterns, as
observed in zones 1 and 3. In contrast, the CNN model consistently demonstrates suboptimal performance across
all zones, underscoring its inadequacy for forecasting industrial power usage. A hybrid strategy that combines
the strengths of the LSTM model in stable and extreme settings with the capacity of the Transformer to react to
volatility should considerably improve forecast accuracy. Moreover, future developments may be enhanced by the
integration of external variables, such as operational programmes and weather forecasts, to enhance responsiveness
to sudden changes in demand.

4.3. Error Distribution and Consistency

To provide a comprehensive comparison of model performance, Figures 5, 6, and 7 illustrate the diverse forecasting
capabilities of the LSTM, CNN, and Transformer models across three power zones, thereby facilitating a
comprehensive assessment of model performance. Figure 5 compares the RMSE and MAE values for the three
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